
SOURCE OF SUPPLY - 1997 (Continued)
Supply Mains and Wells 

RAW WATER SUPPLY MAINS
Capacity Length Length

Size Kind of Pipe in MGD in Feet in Miles

Conduit 14: 48" Concrete 32.0 3,324 0.6

Conduit 15: 60" Concrete 8,040 1.5
60" Steel 11,158 2.1
72" Concrete 6,057 1.2
72" Steel 6,185 1.2

Total Conduit 15 100.0 31,440 6.0

Conduit 16: 42" Concrete 44,707 8.4
42" Steel 579 0.1
48" Concrete 346 0.1

Total Conduit 16 62.0 45,632 8.6

Conduit 20: 60" Steel 1,038 0.2
84" Steel 563 0.1
90" Concrete 59,899 11.3
96" Concrete-Lined Tunnel 3,012 0.6

Total Conduit 20 222.0 64,512 12.2

Conduit 22: 30" Concrete 47 -  1

48" Concrete 11 -  1

54" Concrete 44,334 8.4
54" Steel 510 0.1

Total Conduit 22 137.0 44,902 8.5

Conduit 26:
126" Steel 1,746 0.3
126" Concrete 147 -  1

126" Concrete-Lined Tunnel 16,089 3.0
Total Conduit 26 750.0 17,982 3.3

TOTAL RAW WATER SUPPLY MAINS 207,792 39.2

1Less than 0.1 mile.

INFILTRATION GALLERIES, WELLS
Capacity
in MGD

Cherry Creek Wells:
Well O 1.2

Farnell Lane Well Field    -  1

1Alternative uses for supplies from the Farnell Lane Well Field are presently under study.
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